4mm ACM QuickPanel System

SHOP DRAWINGS
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel Profiles:

- QP.0: WINDOW DRIP CAP FLASHING
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING
- QP.2: ARROW OUTSIDE CORNER ASSEMBLY
- QP.3: HOUSE CORNER
- QP.4: PERIMETER STARTER TRIM ASSEMBLY
- QP.5: VERTICAL MAINBODY ASSEMBLY
- QP.6: TRANSMITTING FURRING SPACERS
- QP.7: CONTINUOUS METAL FLASHING
- QP.8: HORIZONTAL MAINBODY ASSEMBLY
- QP.9: VERTICAL TERMINATION ASSEMBLY
- QP.10: HORIZONTAL TERMINATION ASSEMBLY
- QP.11: VERTICAL TERMINATION ASSEMBLY
- QP.12: WALL PENETRATION ASSEMBLY
- QP.13: MULTI-ANGLE INSIDE CORNER ASSEMBLY
- QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
- QP.15: PERFORATED VENTED SOFFIT PLATE
- QP.16: VERTICAL TERMINATION ASSEMBLY
- QP.17: CORNER TERMINATION ASSEMBLY
- QP.18: CONTINUOUS COMPRESSION METAL FLASHING
- QP.19: HORIZONTAL COMPRESSION ASSEMBLY

QuickPanel System Details

- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION
- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS
- QUICKPANEL WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE
- QUICKPANEL WEATHER TAPE
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (NOTE: BP. OR BACKPLATE)

4mm ACM PANEL
BUILDING PAPER
EXTERIOR SHEATHING
EXTERIOR WALL ASSEMBLY AS PER BUILDERS SPECIFICATIONS
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel System Details

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Changes are NOT to be made. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

4mm ACM PANEL

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE END PLUG

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION

EXTERIOR WALL ASSEMBLY AS PER BUILDERS SPECIFICATIONS

EXTERIOR SHEATHING

BUILDING PAPER
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel PROFILES:
- QP.0: WINDOW DRIP CAP FLASHING
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)
- QP.2: ARROW OUTSIDE CORNER ASSEMBLY
- QP.3: INSIDE CORNER
- QP.4: PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)
- QP.5: VERTICAL MAINBODY ASSEMBLY (BP. WHITE)
- QP.6: RAINSCREEN FURRING SPACING (BROWN)
- QP.7: CONTINUOUS METAL FLASHING (BROWN)
- QP.8: HORIZONTAL MAINBODY ASSEMBLY (BP. WHITE)
- QP.9: VERTICAL TERMINATION ASSEMBLY (BP. BLUE)
- QP.10: HORIZONTAL WINDOW SILL ASSEMBLY (BP. BEIGE)
- QP.11: VERTICAL WINDOW SILL ASSEMBLY (BP. TAUPE)
- QP.12: WALL PENETRATION ASSEMBLY (BP. TAUPE)
- QP.13: MULTI ANGLE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
- QP.14: MULTI ANGLE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
- QP.15: VERTICAL TERMINATION ASSEMBLY (BP. COLOR MATCH)
- QP.16: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)
- QP.17: PERFORATED VENTED SOFFIT PLATE (COLOR MATCH)
- QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)
- QP.19: VERTICAL COMPRESSION ASSEMBLY (BP. WHITE)

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE

4mm ACM PANEL

QuickPanel System Details

The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE
QP.3 (COLOR MATCH) INSIDE CORNER
PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

4mm ACM PANEL
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel System Details

4mm ACM

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

QP.3 (COLOR MATCH) INSIDE CORNER

EXTerior SHEATHING

BUILDING PAPER

Provide TREMCO spectrum 1 silicone adhesive sealant end dam

EXTERIOR WALL ASSEMBLY AS PER BUILDERS SPECIFICATIONS

4mm ACM PANEL

QP.0: WINDOW DRIP CAP FLASHING (COLOR MATCH)
QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)
QP.2: ARROW OUTSIDE CORNER ASSEMBLY (BP. WHITE)
QP.3: INSIDE CORNER (COLOR MATCH)
QP.4: PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)
QP.5: VERTICAL MANHOLE ASSEMBLY (BP. TAUPE)
QP.6: TRANSVERSE FURRING SPACERS (COMMERCIAL)
QP.7: CONTINUOUS METAL FLASHING (BRONZE)
QP.8: HORIZONTAL MANHOLE ASSEMBLY (BP. WHITE)
QP.9: VERTICAL TERMINATION ASSEMBLY (BP. BLUE)
QP.10: HORIZONTAL WINDOW SILL ASSEMBLY (BP. BEIGE)
QP.11: VERTICAL WINDOW SIDES ASSEMBLY (BP. GRAY)
QP.12: WALL PENETRATION ASSEMBLY (BP. GREEN)
QP.13: MULTIFLANGE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.14: MULTIFLANGE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.15: PIERCED VENTED SORBIT PLATE (COLOR MATCH)
QP.16: VERTICAL TERMINATION ASSEMBLY (BP. ORANGE)
QP.17: CORNER TERMINATION ASSEMBLY (BP. RED)
QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)
QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. BLUE)

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE (NOTE: BP = BACKPLATE)

EXTERIOR SHEATHING

BUILDING PAPER

Provide TREMCO spectrum 1 silicone adhesive sealant end dam

EXTERIOR WALL ASSEMBLY AS PER BUILDERS SPECIFICATIONS

4mm ACM PANEL

QP.0: WINDOW DRIP CAP FLASHING (COLOR MATCH)
QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)
QP.2: ARROW OUTSIDE CORNER ASSEMBLY (BP. WHITE)
QP.3: INSIDE CORNER (COLOR MATCH)
QP.4: PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)
QP.5: VERTICAL MANHOLE ASSEMBLY (BP. TAUPE)
QP.6: TRANSVERSE FURRING SPACERS (COMMERCIAL)
QP.7: CONTINUOUS METAL FLASHING (BRONZE)
QP.8: HORIZONTAL MANHOLE ASSEMBLY (BP. WHITE)
QP.9: VERTICAL TERMINATION ASSEMBLY (BP. BLUE)
QP.10: HORIZONTAL WINDOW SILL ASSEMBLY (BP. BEIGE)
QP.11: VERTICAL WINDOW SIDES ASSEMBLY (BP. GRAY)
QP.12: WALL PENETRATION ASSEMBLY (BP. GREEN)
QP.13: MULTIFLANGE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.14: MULTIFLANGE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.15: PIERCED VENTED SORBIT PLATE (COLOR MATCH)
QP.16: VERTICAL TERMINATION ASSEMBLY (BP. ORANGE)
QP.17: CORNER TERMINATION ASSEMBLY (BP. RED)
QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)
QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. BLUE)

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE (NOTE: BP = BACKPLATE)
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel PROFILES:

QP.0: WINDOW DRIP CAP FLASHING
QP.1: CONTINUOUS PERFORATED VENTED FLASHING
QP.2: ARCHED OUTSIDE CORNER ASSEMBLY
QP.3: HOUSE CORNER
QP.4: PERIMETER STARTER TRIM ASSEMBLY
QP.5: VERTICAL MAINBODY ASSEMBLY
QP.6: RAINSCREEN FURRING SPACERS
QP.7: CONTINUOUS METAL FLASHING
QP.8: HORIZONTAL MAINBODY ASSEMBLY
QP.9: VERTICAL TERMINATION ASSEMBLY
QP.10: HORIZONTAL WINDOW SILL ASSEMBLY
QP.11: VERTICAL WINDOW SIDES ASSEMBLY
QP.12: MULTI-ANGLE INSIDE CORNER ASSEMBLY
QP.13: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
QP.14: PERFORATED VENTED SOFFIT PLATE
QP.15: COMPRESSION METAL FLASHING
QP.16: REFLECTIVE METAL FLASHING (BP. WHITE)
QP.17: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)
QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BP. COLOR MATCH)
QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. COLOR MATCH)
QP.20: VERTICAL COMPRESSION ASSEMBLY (BP. COLOR MATCH)
QP.21: HORIZONTAL TERMINATION ASSEMBLY (BP. COLOR MATCH)
QP.22: MULTI-ANGLE INSIDE CORNER ASSEMBLY WITH DRIP EDGE

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE

- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS
- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.4 (BP. COMMERCIAL BROWN) PERIMETER STARTER TRIM TOP CAP PRIOR TO INSTALLATION
- QP.4 (BP. COMMERCIAL BROWN) PERIMETER STARTER TRIM ASSEMBLY WITH DRIP EDGE

QuickPanel System Details

The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

**QuickPanel DETAILS:**

- **QP.0:** WINDOW DRIP CAP FLASHING (BP. COMMERCIAL BROWN)
- **QP.1:** CONTINUOUS PERFORATED VENTED FLASHING (BP. BLACK)
- **QP.2:** ARROW OUTSIDE CORNER ASSEMBLY (BP. COMMERCIAL BROWN)
- **QP.3:** INSIDE CORNER (BP. COMMERCIAL BROWN)
- **QP.4:** PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)
- **QP.5:** VERTICAL MAINBODY ASSEMBLY (BP. COMMERCIAL BROWN)
- **QP.6:** RAINSCREEN FURRING SPACERS (BP. COMMERCIAL BROWN)
- **QP.7:** CONTINUOUS METAL FLASHING (BP. COMMERCIAL BROWN)
- **QP.8:** HORIZONTAL MAINBODY ASSEMBLY (BP. COMMERCIAL BROWN)
- **QP.9:** VERTICAL TERMINATION ASSEMBLY (BP. COMMERCIAL BROWN)
- **QP.10:** HORIZONTAL TERMINATION ASSEMBLY (BP. COMMERCIAL BROWN)
- **QP.11:** VERTICAL WINDOW SIDES ASSEMBLY (BP. STRAP)
- **QP.12:** WALL PENETRATION ASSEMBLY (BP. STRAP)
- **QP.13:** MULTI-ANGLE INSIDE CORNER ASSEMBLY (BP. STRAP)

**4mm ACM PANEL**

- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

- QP.4 (BP. COMMERCIAL BROWN) PERIMETER STARTER TRIM ASSEMBLY TO BE INSTALLED ALONG SCREW SET LINE ON QP.1 (BLACK) CONTINUOUS PERFORATED VENTED FLASHING AT ALL LOCATIONS

- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.4 (BP. COMMERCIAL BROWN) PERIMETER STARTER TRIM TOP CAP PRIOR TO INSTALLATION

- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER TAPED

TREMCO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)

4mm ACM PANEL QUICK PANEL WEATHER SEALED SCREWS QUICK PANEL WEATHER TAPE

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.5 (BP. TAUPE) VERTICAL MAINBODY TOP CAP PRIOR TO INSTALLATION

QP.5 (BP. TAUPE) VERTICAL MAINBODY ASSEMBLY

QP.5 - VERTICAL MAINBODY ASSEMBLY

BP. TAUPE

QuickPanel PROFILES:
- QP.0: WINDOW DRIP CAP FLASHING
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING
- QP.2: WINDOW OUTSIDE CORNER ASSEMBLY
- QP.3: VERTICAL MAINBODIES
- QP.4: PERIMETER STARTER TRIM ASSEMBLY
- QP.5: VERTICAL MAINBODY ASSEMBLY
- QP.6: RAINSCREEN FURRING SPACERS
- QP.7: CONTINUOUS METAL FLASHING
- QP.8: HORIZONTAL MAINBODY ASSEMBLY
- QP.9: LARGE TERMINATION ASSEMBLY
- QP.10: WINDOW SILL ASSEMBLY
- QP.11: VERTICAL WINDOW SILL ASSEMBLY
- QP.12: WALL PIER PIER ASSEMBLY
- QP.13: MULT-Angle INSIDE CORNER ASSEMBLY
- QP.14: MULT-Angle OUTSIDE CORNER ASSEMBLY
- QP.15: CONTINUOUS VENTED SOFFIT PLATE
- QP.16: VERTICAL TERMINATION ASSEMBLY
- QP.17: CORNER TERMINATION ASSEMBLY
- QP.18: CONTINUOUS COMPRESSION METAL FLASHING
- QP.19: HORIZONTAL COMPRESSION ASSEMBLY

QuickPanel System Details

The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Changes on NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

4mm ACM PANEL

QuickPanel WEATHER SEALED SCREWS

QuickPanel WEATHER TAPE

TREMCO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)

4mm ACM PANEL

QP.5 (BP. TAUPE) VERTICAL MAINBODY ASSEMBLY
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are the property of the designer and must be returned upon request.

QuickPanel System
4mm ACM

**Details**

- **QuickPanel Profiles:**
  - QP.0: WINDOW DRIP CAP FLASHING
  - QP.1: CONTINUOUS PERFORATED VENTED FLASHING
  - QP.2: HIP/IBER SIDE CORNER ASSEMBLY
  - QP.3: VERTICAL MAINBODY ASSEMBLY
  - QP.4: PERIMETER STARTER TRIM ASSEMBLY
  - QP.5: CONTINUOUS METAL FLASHING
  - QP.6: HORIZONTAL MAINBODY ASSEMBLY
  - QP.7: SHORT TERMINATION ASSEMBLY
  - QP.8: VERTICAL TERMINATION ASSEMBLY
  - QP.9: CORNER TERMINATION ASSEMBLY
  - QP.10: VERTICAL WINDOW SILL ASSEMBLY
  - QP.11: WINDOW SIDES ASSEMBLY
  - QP.12: WALL PENETRATION ASSEMBLY
  - QP.13: MULTI-ANGLE INSIDE CORNER ASSEMBLY
  - QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
  - QP.15: PERFORATED VENTED SOFFIT PLATE
  - QP.16: HORIZONTAL TERMINATION ASSEMBLY
  - QP.17: HORIZONTAL COMPRESSION ASSEMBLY
  - QP.18: CONTINUOUS COMPRESSION METAL FLASHING
  - QP.19: HORIZONTAL COMPRESSION ASSEMBLY

- **4mm ACM Panels:**
  - **QuickPanel Weather Sealed Screws**
  - **QuickPanel Weather Tape**
  - PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

- **QuickPanel Weather Sealed Screws to be Installed Along Screw Set Line**

- **Provide Tremco Spectrum 1 Silicone Adhesive behind QP.5 (BP. Taupe) Vertical Mainbody Top Cap prior to Installation**

- **QuickPanel Weather Sealed Screws to be Installed Along Screw Set Line**

- **QP.6 (Charcoal) Rainscreen Furring Spacers at 16" O.C. Spacing to be Lapped Over QP.7 (Brown) Continuous Metal Flashing where Applicable**

- **4mm ACM Panel Platform Channels to Secure Panels**

- **QuickPanel System by EasyTrim Reveals**

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are the property of the designer and must be returned upon request.
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

**QP.8 - HORIZONTAL MAINBODY ASSEMBLY**

**BP. WHITE**

- 4mm ACM Panel
- Shingle Lapped Tape Over Flashing
- QP.7 (Brown) Continuous Metal Flashing
- Provide Tremco Spectrum 1 Silicone Adhesive along panel platform channels to secure panels
- QuickPanel Weather Sealed Screws to be installed along screw set line
- QP.8 (BP. White) Horizontal Mainbody Assembly
  - Provide Tremco Spectrum 1 Silicone Adhesive behind QP.8 (BP. White) horizontal mainbody top cap prior to installation
  - Provide Tremco Spectrum 1 Silicone Adhesive across all end dam locations
- QP.8 (BP. White) Horizontal Mainbody Assembly to be installed level on QP.7 (Brown) Continuous Metal Flashing at all locations

**Building Paper**

**4mm ACM Panel**

**QuickPanel WEATHER SEALED SCREWS**

**QuickPanel WEATHER TAPE**

**TREMCO SPECTRUM 1 SILICONE ADHESIVE**

**NOTE: BP = BACKPLATE**
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

EXTERIOR SHEATHING

BUILDING PAPER

SHINGLE LAPPED TAPE OVER

4mm ACM PANEL

QP. 7 (BP. WHITE) HORIZONTAL MAINBODY ASSEMBLY TO BE INSTALLED LEVEL ON QP.7 (BROWN) CONTINUOUS METAL FLASHING AT ALL LOCATIONS

QP. 8 (BP. WHITE) HORIZONTAL MAINBODY TOP CAP PRIOR TO INSTALLATION

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

SHINGLE LAPPED TAPE OVER

QP. 8 (BP. WHITE) HORIZONTAL TOP CAP

4mm ACM PANEL

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QP. 7 (BP. WHITE) HORIZONTAL MAINBODY ASSEMBLY TO BE INSTALLED LEVEL ON QP.7 (BROWN) CONTINUOUS METAL FLASHING AT ALL LOCATIONS

QP. 8 (BP. WHITE) HORIZONTAL MAINBODY TOP CAP PRIOR TO INSTALLATION
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System

**4mm ACM**

**EASYTRIM REVEALS**

QuickPanel WEATHER SEALED SCREWS

QuickPanel WEATHER TAPE

TREMCO SPECTRUM 1 SILICONE ADHESIVE

(Nota: BP = Backplate)

QuickPanel System Details

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

1. **PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS**
2. **QP.4 (BP. COMMERCIAL BROWN) PERIMETER STARTER TRIM ASSEMBLY TO BE INSTALLED LEVEL ON QP.1 (BLACK) CONTINUOUS PERFORATED VENTED FLASHING**
3. **BUILDING PAPER**
4. **QP.9 (BP. BLUE) SOFFIT TERMINATION ASSEMBLY**
   - PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.9 (BP. BLUE) SOFFIT TERMINATION TOP CAP PRIOR TO INSTALLATION
5. **4mm ACM PANEL**
6. **ALUMINUM SOFFIT**
7. **QP.9 - SOFFIT TERMINATION ASSEMBLY BP. BLUE**
   - PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS
   - QP.4 (BP. COMMERCIAL BROWN) PERIMETER STARTER TRIM ASSEMBLY WITH DRIP EDGE
   - PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.9 (BP. BLUE) SOFFIT TERMINATION TOP CAP PRIOR TO INSTALLATION
   - QP.1 (BLACK) CONTINUOUS PERFORATED VENTED FLASHING
   - BUILDING PAPER
   - PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

(Nota: BP = BACKPLATE)
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

4mm ACM PANEL

Provided TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEAL ED SCREWS

QuickPanel WEATHER TAPE

TREMCO SPECTRUM 1 SILICONE ADHESIVE (NOTE: BP = BACKPLATE)

4mm ACM PANEL

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.9 (BP. BLUE) SOFFIT TERMINATION TOP CAP PRIOR TO INSTALLATION

QP.9 (BP. BLUE) SOFIT TERMINATION TOP CAP

QP.9 (BP. BLUE) SOFIT TERMINATION BACKPLATE

EXTERIOR SHEATHING

QuickPanel System Profiles:

QP.0: WINDOW DRIP CAP FLASHING
QP.1: CONTINUOUS PERFORATED VENTED FLASHING
QP.2: PERIMETER STARTER TRIM ASSEMBLY
QP.3: ARROW OUTSIDE CORNER ASSEMBLY
QP.4: VERTICAL MAINBODY ASSEMBLY
QP.5: CONTINUOUS METAL FLASHING
QP.6: HORIZONTAL MAINBODY ASSEMBLY
QP.7: MULTI-ANGLE INSIDE CORNER ASSEMBLY
QP.8: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
QP.9: SOFFIT TERMINATION ASSEMBLY
QP.10: HORIZONTAL WINDOW SILL ASSEMBLY
QP.11: VERTICAL WINDOW SIDES ASSEMBLY
QP.12: VERTICAL TERMINATION ASSEMBLY
QP.13: HORIZONTAL TERMINATION ASSEMBLY
QP.14: VERTICAL WATERPROOFING ASSEMBLY
QP.15: WATERTIGHT CORNER TERMINATION ASSEMBLY
QP.16: HORIZONTAL WATERPROOFING ASSEMBLY
QP.17: PERIMETRAL WATERPROOFING ASSEMBLY
QP.18: CONTINUOUS COMPRESSION METAL FLASHING
QP.19: VERTICAL COMPRESSION ASSEMBLY
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel PROFILES:

QP.0: WINDOW DRIP CAP FLASHING (COLOR MATCH)
QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)
QP.2: ARMS ORK DRIP BASE FLASHING (BROWN)
QP.3: ROOF CORNER (COLOR MATCH)
QP.4: PREMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)
QP.5: VERTICAL MAINBODY ASSEMBLY (BP. TAUPE)
QP.6: TRANSITION FURRING SPACERS (COMMERICAL)
QP.7: CONTINUOUS METAL FLASHING (BROWN)
QP.8: HORIZONTAL MAINBODY ASSEMBLY (BP. WHITE)
QP.9: QUARTER TERMINATION ASSEMBLY (BP. BLUE)
QP.10: HORIZONTAL WINDOW SILL ASSEMBLY (BP. BEIGE)
QP.11: VERTICAL WINDOW SIDE ASSEMBLY (BP. RED)
QP.12: WALL PENETRATION ASSEMBLY (BP. GREEN)
QP.13: MULTIFLANGE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.14: MULTIANGLE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.15: PERFORATED VENTED SOFFIT PLATE (BP. COLOR MATCH)
QP.16: VERTICAL TERMINATION ASSEMBLY (BP. WHITE)
QP.17: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)
QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)
QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. WHITE)
QP.10-RSF: REVERSE SILL FLASHING (COLOR MATCH)
QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)
QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. WHITE)

QuickPanel TYPICAL WINDOW SILL SECTION

SCALE: 3" = 1'-0"

QP.10 (BP. BEIGE) HORIZONTAL WINDOW SILL ASSEMBLY TO BE INSTALLED LEVEL ON QP.7 (BROWN) CONTINUOUS METAL FLASHING AT ALL WINDOW SILL LOCATIONS

PROVIDE TREMCO SPECTRUM 1 SILICONE CONTINUOUS METAL FLASHING ALONG WINDOW

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG CHANNEL TO SECURE ASSEMBLY TO WINDOW

QP.10 (BP. BEIGE) HORIZONTAL WINDOW SILL ASSEMBLY TO BE INSTALLED LEVEL ON QP.7 (BROWN) CONTINUOUS METAL FLASHING AT ALL WINDOW SILL LOCATIONS

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE [NOTE: BP = BACKPLATE]

4mm ACM QuickPanel System by EasyTrim Reveals

QuickPanel System Details

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

EDGES; REVISED BY: DRAWING NUMBER

DATE ISSUED: PRODUCT NUMBER

QP.10
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

4mm ACM QuickPanel System Details

The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**QuickPanel PROFILES:**

- QP.0: WINDOW DRIP CAP FLASHING (COLOR MATCH)
- QP.0-RSF: REVERSE SILL FLASHING (COLOR MATCH)
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)
- QP.2: ARROW OUTSIDE CORNER ASSEMBLY (BP. COMMERCIAL)
- QP.3: HOUSE CORNER (COLOR MATCH)
- QP.4: RAINSCREEN STARTER TRIM ASSEMBLY (BP. COMMERCIAL)
- QP.5: VERTICAL MAINBODY ASSEMBLY (BP. COMMERCIAL)
- QP.6: RAINSCREEN FURRING SPACERS (COMMERCIAL)
- QP.7: CONTINUOUS METAL FLASHING (BROWN)
- QP.8: HORIZONTAL MAINBODY ASSEMBLY (BP. WHITE)
- QP.9: SHORTY TERMINATION ASSEMBLY (BP. BLUE)
- QP.10: HORIZONTAL WINDOW SILL ASSEMBLY (BP. BEIGE)
- QP.11: VERTICAL WINDOW SILL ASSEMBLY (BP. BEIGE)
- QP.12: MULTIANGLE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
- QP.13: MULTIANGLE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
- QP.14: MULTIANGLE OUTSIDE CORNER ASSEMBLY (BP. COMMERCIAL)
- QP.15: PERFORATED VENTED SOFFIT PLATE (BP. COLOR MATCH)
- QP.16: VERTICAL TERMINATION ASSEMBLY (BP. COMMERCIAL)
- QP.17: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)
- QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BP. COMMERCIAL)
- QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. COMMERCIAL)
- QP.20: PC PANEL
- QP.21: QuickPanel WEATHER SEALED SCREWS
- QP.22: QuickPanel WEATHER TAPE
- TECO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)
- TECO SPECTRUM 1 SILICONE ADHESIVE (COMMERCIAL)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. ORANGE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. GREEN)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. RED)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. BEIGE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. BLUE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. WHITE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BROWN)
- TECO SPECTRUM 1 SILICONE ADHESIVE (CHARCOAL)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. TAUPE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. COMMERCIAL BROWN)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. GRAY)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. BLACK)

**QuickPanel WEATHER SEALED SCREWS**

- QUICK PANEL WEATHER SEALED SCREWS
- QUICK PANEL WEATHER TAPE
- TECO SPECTRUM 1 SILICONE ADHESIVE (NOTE: BP = BACKPLATE)

**4mm ACM QuickPanel System**

- WINDOW DRIP CAP FLASHING
- REVERSE SILL FLASHING
- CONTINUOUS PERFORATED VENTED FLASHING
- ARROW OUTSIDE CORNER ASSEMBLY
- HOUSE CORNER
- RAINSCREEN STARTER TRIM ASSEMBLY
- VERTICAL MAINBODY ASSEMBLY
- RAINSCREEN FURRING SPACERS
- CONTINUOUS METAL FLASHING
- HORIZONTAL MAINBODY ASSEMBLY
- SHORTY TERMINATION ASSEMBLY
- HORIZONTAL WINDOW SILL ASSEMBLY
- VERTICAL WINDOW SILL ASSEMBLY
- MULTIANGLE OUTSIDE CORNER ASSEMBLY
- MULTIANGLE INSIDE CORNER ASSEMBLY
- PERFORATED VENTED SOFFIT PLATE
- VERTICAL TERMINATION ASSEMBLY
- CORNER TERMINATION ASSEMBLY
- CONTINUOUS COMPRESSION METAL FLASHING
- HORIZONTAL COMPRESSION ASSEMBLY
- PC PANEL
- WEATHER SEALED SCREWS
- WEATHER TAPE
- TECO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)
- TECO SPECTRUM 1 SILICONE ADHESIVE (COMMERCIAL)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. ORANGE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. GREEN)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. RED)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. BEIGE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. BLUE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. WHITE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BROWN)
- TECO SPECTRUM 1 SILICONE ADHESIVE (CHARCOAL)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. TAUPE)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. COMMERCIAL BROWN)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. GRAY)
- TECO SPECTRUM 1 SILICONE ADHESIVE (BP. BLACK)

**WINDOW SILL ASSEMBLY AS PER BUILDERS SPECIFICATIONS**

- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG CHANNEL TO SECURE ASSEMBLY TO WINDOW
- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.10 (BP. BEIGE) HORIZONTAL WINDOW SILL TOP CAP PRIOR TO INSTALLATION

**QP.0 (COLOR MATCH) WINDOW DRIP CAP FLASHING**

- QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE
- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE TO SEAL QP.7 (BROWN) CONTINUOUS METAL FLASHING ALONG WINDOW

**QP.10 (BP. BEIGE) HORIZONTAL WINDOW SILL TO BE INSTALLED LEVEL ON QP.7 (BROWN) CONTINUOUS METAL FLASHING AT ALL WINDOW SILL LOCATIONS**

**QP.10 (BP. BEIGE) HORIZONTAL WINDOW SILL TOP CAP**

[NOTE: BP = BACKPLATE]
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel SYSTEM

QuickPanel SYSTEM

Details

DRAWN / REVISED BY: REVIEWED BY:

PROJECT NUMBER: DRAWING NUMBER: DATE ISSUED:

EASYTRIM REVEALS

QuickPanel PROFILES:

QP.0: WINDOW DRIP CAP FLASHING (COLOR MATCH)
QP.0-HSF: REVERSE SILL FLASHING (COLOR MATCH)
QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)
QP.2: ARROW OUTSIDE CORNER ASSEMBLY (BP. COMMERCIAL)
QP.3: HOUSE CORNER ASSEMBLY (BP. COMMERCIAL)
QP.4: PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL)
QP.5: VERTICAL MAINBODY ASSEMBLY (BP. COMMERCIAL)
QP.6: VERTICAL FRAMING SPACERS (COMMERCIAL)
QP.7: CONTINUOUS METAL FLASHING (COMMERCIAL)
QP.8: HORIZONTAL MAINBODY ASSEMBLY (BP. WHITE)
QP.9: SHORT TERMINATION ASSEMBLY (BP. BLUE)
QP.10: HORIZONTAL SILL ASSEMBLY (BP. RED)
QP.11: VERTICAL WINDOW SIDES ASSEMBLY (BP. RED)
QP.12: WALL PENETRATION ASSEMBLY (BP. GREEN)
QP.13: MULTI-ANGLE IN & OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
QP.15: PERFORATED VENTED SOFFIT PLATE (BP. RED)
QP.16: VERTICAL TERMINATION ASSEMBLY (BP. BROWN)
QP.17: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)
QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BP. BROWN)
QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. WHITE)

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)
(HEAT REFLECTIVE)
(COLOR MATCH)
(HEAT REFLECTIVE)
(HEAT REFLECTIVE)
(HEAT REFLECTIVE)
(HEAT REFLECTIVE)
(HEAT REFLECTIVE)
(HEAT REFLECTIVE)

4mm ACM PANEL

QuickPanel System by EasyTrim Reveals

QuickPanel System

Details

The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Changes are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

Drawn: Reviewed:

DATE ISSUED: DRAWING NUMBER:

PRODUCT NUMBER:
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel Profiles:
- QP.0: WINDOW DRIP CAP FLASHING
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING
- QP.2: ARRIS OUTSIDE CORNER ASSEMBLY
- QP.3: HIDDEN CORNER ASSEMBLY
- QP.4: PERIMETER STARTER TRIM ASSEMBLY
- QP.5: VERTICAL MAINBODY ASSEMBLY
- QP.6: RAINSCREEN FURRING SPACERS
- QP.7: CONTINUOUS METAL FLASHING
- QP.8: HORIZONTAL MAINBODY ASSEMBLY
- QP.9: VERTICAL TERMINATION ASSEMBLY
- QP.10: HORIZONTAL WINDOW SILL ASSEMBLY
- QP.11: VERTICAL WINDOW SIDES ASSEMBLY
- QP.12: WALL PENETRATION ASSEMBLY
- QP.13: MULTIRANGE INSIDE CORNER ASSEMBLY
- QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
- QP.15: PERFORATED VENTED SOFFIT PLATE
- QP.16: VERTICAL TERMINATION ASSEMBLY
- QP.17: CORNER TERMINATION ASSEMBLY
- QP.18: CONTINUOUS COMPRESSION METAL FLASHING
- QP.19: HORIZONTAL COMPRESSION ASSEMBLY

QuickPanel System by EasyTrim Reveals

QuickPanel System Details

1 mm ACM PANEL

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

4mm ACM PANEL

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG CHANNEL TO SECURE ASSEMBLY TO WINDOW

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE TO SEAL QP.7 (BROWN) CONTINUOUS METAL FLASHING ALONG WINDOW

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.11 (BP. RED) VERTICAL WINDOW SIDES TOP CAP PRIOR TO INSTALLATION
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel Profiles:
- **QP.0**: WINDOW DRIP CAP FLASHING (COLOR MATCH)
- **QP.0-RSF**: REVERSE SILL FLASHING (COLOR MATCH)
- **QP.1**: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)
- **QP.2**: ARROW OUTSIDE CORNER ASSEMBLY (BP. ORANGE)
- **QP.3**: HOUSE CORNER ASSEMBLY (BP. COLOR MATCH)
- **QP.4**: PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)
- **QP.5**: VERTICAL MAINBODY ASSEMBLY (BP. TAUPE)
- **QP.6**: TRANSITION FURRING SPACERS (CORRODER)
- **QP.7**: CONTINUOUS METAL FLASHING (BRONZE)
- **QP.8**: HORIZONTAL MAINBODY ASSEMBLY (BP. WHITE)
- **QP.9**: KICKOFF TERMINATION ASSEMBLY (BP. BLUE)
- **QP.10**: HORIZONTAL WINDOW SILL ASSEMBLY (BP. BEIGE)
- **QP.11**: VERTICAL WINDOW SILL ASSEMBLY (BP. GREEN)
- **QP.12**: WALL PENETRATION ASSEMBLY (BP. COLOR MATCH)
- **QP.13**: MULTI-ANGLE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
- **QP.14**: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)
- **QP.15**: PERFORATED VENTED SOFFIT PLATE (BP. ORANGE)
- **QP.16**: VERTICAL TERMINATION ASSEMBLY (BP. GREEN)
- **QP.17**: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)
- **QP.18**: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)
- **QP.19**: HORIZONTAL COMPRESSION ASSEMBLY (BP. WHITE)
- **QP.20**: TYPICAL VENT/WALL PEN ETION DETAIL SCALE: 3” = 1'-0"

4mm ACM QuickPanel System by EasyTrim Reveals

**QuickPanel System Details**

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

- **QuickPanel Weather Sealed Screws**
- **QuickPanel Weather Tape**
- **TREMCO Spectrum 1 Silicone Adhesive**

**QuickPanel WEATHER SEALED SCREWS**

**QuickPanel WEATHER TAPE**

**TREMCO Spectrum 1 Silicone Adhesive**

Providing TREMCO Spectrum 1 Silicone Adhesive behind QP.12 (BP. GREEN) WALL PENETRATION TOP CAP PRIOR TO INSTALLATION

**QuickPanel WEATHER SEAL**

**TREMCO Spectrum 1 Silicone Adhesive**

Providing TREMCO Spectrum 1 Silicone Adhesive along panel platform channels to secure panels.

**QuickPanel WEATHER SEAL**

**TREMCO Spectrum 1 Silicone Adhesive**

Providing TREMCO Spectrum 1 Silicone Adhesive along top edge to seal QP.0-RSF (COLOR MATCH) Reverse Sill Flashing.
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

4mm ACM

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL CHANNEL TO SECURE QP.12 (BP. GREEN) WALL PENETRATION BACKPLATE TO VENTS

BUILDING PAPER TO BE LAPPED OVER QP.9 (COLOR MATCH) WINDOW DRIP CAP FLASHING

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.12 (BP. GREEN) WALL PENETRATION TOP CAP PRIOR TO INSTALLATION

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QP.12 (BP. GREEN) WALL PENETRATION BACKPLATE

4mm ACM PANEL

QP.12 (BP. GREEN) WALL PENETRATION TOP CAP
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

- **QuickPanel Profiles:**
  - QP.0: WINDOW DRIP CAP FLASHING
  - QP.1: CONTINUOUS PERFORATED VENTED FLASHING
  - QP.2: ARROW OUTSIDE CORNER ASSEMBLY
  - QP.3: ROSE CORNER ASSEMBLY
  - QP.4: PERIMETER STARTER TRIM ASSEMBLY
  - QP.5: VERTICAL MAINBODY ASSEMBLY
  - QP.6: RAINSCREEN FURRING SPACERS
  - QP.7: CONTINUOUS METAL FLASHING
  - QP.8: HORIZONTAL MAINBODY ASSEMBLY
  - QP.9: VERTICAL TERMINATION ASSEMBLY
  - QP.10: HORIZONTAL TERMINATION ASSEMBLY
  - QP.11: WINDOW SILL ASSEMBLY
  - QP.12: WALL PENETRATION ASSEMBLY
  - QP.13: MULTI-ANGLE INSIDE CORNER ASSEMBLY
  - QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
  - QP.15: PERFORATED VENTED SOFFIT PLATE
  - QP.16: HORIZONTAL TERMINATION ASSEMBLY
  - QP.17: CORNER TERMINATION ASSEMBLY
  - QP.18: CONTINUOUS COMPRESSION METAL FLASHING
  - QP.19: PERFORATED VENTED SOFFIT PLATE

- **QuickPanel WEATHER SEALED SCREWS**
- **QuickPanel WEATHER TAPE**
- **TREMCO SPECTRUM 1 SILICONE ADHESIVE**
  - (COLOR MATCH)
  - (COLOR MATCH)
  - (COLOR MATCH)
  - (COLOR MATCH)
  - (COLOR MATCH)
  - (COLOR MATCH)
  - (COLOR MATCH)
  - (COLOR MATCH)

- **4mm ACM PANEL**
- **QuickPanel TYPICAL MULTI-ANGLE INSIDE CORNER SCALE: 3" = 1'-0"**

---

**4mm ACM PANEL**

**QuickPanel System Details**

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

**QuickPanel WEATHER SEALED SCREWS**

**QuickPanel WEATHER TAPE**

**TREMCO SPECTRUM 1 SILICONE ADHESIVE**

**4mm ACM PANEL**

**QuickPanel TYPICAL MULTI-ANGLE INSIDE CORNER SCALE: 3" = 1'-0"**
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**QuickPanel System by EasyTrim Reveals**

**4mm ACM Panel**

- **QuickPanel Weather Sealed Screws**
- **QuickPanel Weather Tape**
- **Tremco Spectrum 1 Silicone Adhesive**
  - (Color Match)
  - (BP. Color Match)
  - (BP. Orange)
  - (BP. Green)
  - (BP. Red)
  - (BP. Beige)
  - (BP. Blue)
  - (BP. White)
  - (BP. Brown)
  - (BP. Charcoal)
  - (BP. Taupe)
  - (BP. Commercial Brown)
  - (BP. Gray)
  - (BP. Black)

**QuickPanel Profiles:**

- QP.0: Window Drip Cap Flashing
- QP.0-RSF: Reverse Sill Flashing
- QP.1: Continuous Perforated Vented Flashing
- QP.2: Arrow Outside Corner Assembly
- QP.3: Inside Corner
- QP.4: Perimeter Starter Trim Assembly
- QP.5: Vertical Mainbody Assembly
- QP.6: Transverse Furring Spacers (CorrAiding)
- QP.7: Continuous Metal Flashing (Brown)
- QP.8: Horizontal Mainbody Assembly (BP. White)
- QP.9: Soffit Termination Assembly (BP. Blue)
- QP.10: Vertical Window Sill Assembly (BP. Beige)
- QP.11: Vertical Window Sides Assembly (BP. White)
- QP.12: Vertical Sides Assembly (BP. Orange)
- QP.13: Multi-Angle Inside Corner Assembly (BP. Color Match)
- QP.13-RSF: Reverse Sill Flashing (BP. Color Match)
- QP.14: Multi-Angle Outside Corner Assembly (BP. Color Match)
- QP.15: Perforated Vented Soffit Plate (Color Match)
- QP.16: Vertical Termination Assembly (BP. Orange)
- QP.17: Corner Termination Assembly (BP. Color Match)
- QP.18: Continuous Compression Metal Flashing (Brown)
- QP.19: Horizontal Compression Assembly (BP. White)

**QuickPanel System Details**

- Exterior Sheathing
- Building Paper

**Provide Tremco Spectrum 1 Silicone Adhesive**

- Along panel platform channels to secure panels
- Behind QP.13 (BP. Color Match) Multi-Angle Inside Corner Top Caps prior to installation

**QuickPanel Weather Sealed Screws to be installed along screw set line**

**Provide Tremco Spectrum 1 Silicone Adhesive Behind QP.13 (BP. Color Match) Multi-Angle Inside Corner Top Caps**

**NOTE: BP = Backplate**
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel Profiles:
- QP.0: Window Drip Cap Flashing
- QP.0-RSF: Reverse Sill Flashing
- QP.1: Continuous Perforated Vented Flashing
- QP.1-RSF: Reverse Continuous Perforated Vented Flashing
- QP.2: Arrow Outside Corner Assembly
- QP.3: Inside Corner
- QP.4: Perimeter Starter Trim Assembly
- QP.5: Vertical Mainbody Assembly
- QP.6: Transverse Furring Spacers Connecting
- QP.7: Continuous Metal Flashing
- QP.8: Horizontal Mainbody Assembly
- QP.9: Vertical Mainbody Assembly
- QP.10: Soffit Termination Assembly
- QP.11: Continuous Metal Flashing
- QP.12: Horizontal Window Sill Assembly
- QP.13: Vertical Window Sill Assembly
- QP.14: Multi-Angle Outside Corner Assembly
- QP.15: Vented Soffit Plate
- QP.16: Horizontal Vented Soffit Plate
- QP.17: Corner Termination Assembly
- QP.18: Continuous Compression Metal Flashing
- QP.19: Horizontal Compression Assembly
- QP.20: Perforated Vented Soffit Plate
- QP.21: Continuous Perforated Vented Soffit Plate
- QP.22: Perforated Vented Soffit Plate

QuickPanel System by EasyTrim Reveals

QuickPanel System Details

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Changes are NOT to be made. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel Weather Sealed Screws
QuickPanel Weather Tape
Tremco Spectrum 1 Silicone Adhesive
(Note: BP = Backplate)
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are the property of the designer and must be returned upon request.
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel System Details

4mm ACM QuickPanel WEATHER SEALED SCREWS

QuickPanel WEATHER TAPE

TREMCO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)

4mm ACM PANEL

EXTERIOR SHEATHING

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**QuickPanel System by EasyTrim Reveals**

**QuickPanel PROFILES:**

- QP.0: WINDOW DRIP CAP FLASHING
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING
- QP.2: ARROW OUTSIDE CORNER ASSEMBLY
- QP.3: HORIZONTAL CORNER ASSEMBLY
- QP.4: PERIMETER STARTER TRIM ASSEMBLY
- QP.5: VERTICAL MAINBODY ASSEMBLY
- QP.6: RAINSCREEN FURRING SPACERS
- QP.7: CONTINUOUS METAL FLASHING
- QP.8: HORIZONTAL MAINBODY ASSEMBLY
- QP.9: VERTICAL MAINBODY ASSEMBLY
- QP.10: HORIZONTAL WINDOW SILL ASSEMBLY
- QP.11: VERTICAL WINDOW SIDES ASSEMBLY
- QP.12: WALL PENETRATION ASSEMBLY
- QP.13: MULTI-ANGLE INSIDE CORNER ASSEMBLY
- QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
- QP.15: PERFORATED VENTED SOFFIT PLATE
- QP.16: VERTICAL TERMINATION ASSEMBLY
- QP.17: CORNER TERMINATION ASSEMBLY
- QP.18: CONTINUOUS COMPRESSION METAL FLASHING
- QP.19: HORIZONTAL COMPRESSION ASSEMBLY

**QuickPanel WEATHER SEALED SCREWS**

- PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

**QuickPanel WEATHER TAPE**

- TREMCO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)
- TREMCO SPECTRUM 1 SILICONE ADHESIVE (BP. COLOR MATCH)

**QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE**

**QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE**
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

4mm ACM

QuickPanel System Details

The contractor/builder must verify all dimensions on the project prior to the issuance to the designer for processing with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

EXTERIOR WALL ASSEMBLY

AS PER BUILDERS SPECIFICATIONS

EXTERNAL SHEATHING

BUILDING PAPER

4mm ACM PANEL

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

QP.16 (BP. ORANGE) VERTICAL TERMINATION ASSEMBLY

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.16 (BP. ORANGE) VERTICAL TERMINATION TOP CAP PRIOR TO INSTALLATION

ALTERNATE EXTERIOR FINISH MATERIAL

QuickPanel WEATHER SEALED SCREWS

QuickPanel WEATHER TAPE

TREMCO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)

(TREND COLOR MATCH)

(TREND COLOR MATCH)

(TREND COLOR MATCH)

(TREND COLOR MATCH)

(BROWN)

(Charcoal)

(BP. TAUPE)

(BP. COMMERCIAL BROWN)

(BP. GRAY)

(BP. BLACK)

(QP.0-RSF: REVERSE SILL FLASHING (COLOR MATCH)

QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)

QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. WHITE)

QuickPanel System PROFILES:

QP.0: WINDOW DRIP CAP FLASHING (COLOR MATCH)

QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BROWN)

QP.2: WINDOW OUTSIDE CORNER ASSEMBLY (BP. COMMERCIAL BROWN)

QP.3: HORIZONTAL MAINBODY ASSEMBLY (BP. WHITE)

QP.4: PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)

QP.5: VERTICAL MAINBODY ASSEMBLY (BP. TAUPE)

QP.6: TRANSMITTING FURRING SPACERS (BROWN)

QP.7: CONTINUOUS METAL FLASHING (BROWN)

QP.8: HORIZONTAL MAINBODY ASSEMBLY (BP. BLUE)

QP.9: CURTAIN WALL TERMINATION ASSEMBLY (BP. BLUE)

QP.10: HORIZONTAL WINDOW SILL ASSEMBLY (BP. BEIGE)

QP.11: VERTICAL WINDOW SILL ASSEMBLY (BP. BROWN)

QP.12: WALL PENETRATION ASSEMBLY (BP. WHITE)

QP.13: MULTIFACE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)

QP.14: MULTIFACE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)

QP.15: VERTICAL TERMINATION ASSEMBLY (BP. BROWN)

QP.16: VERTICAL TERMINATION ASSEMBLY (BP. BROWN)

QP.17: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)

QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)

QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. WHITE)

4mm ACM PANEL

QuickPanel TYPICAL VERTICAL MATERIAL TRANSITION SECTION

SCALE: 3” = 1'-0”
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are the property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QuickPanel WEATHER TAPE

TREMCO SPECTRUM 1 SILICONE ADHESIVE (COLOR MATCH)

EXTERIOR SHEATHING

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

BUILDING PAPER

ALTERNATE EXTERIOR FINISH MATERIAL

4mm ACM PANEL

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.16 (BP. ORANGE) VERTICAL TERMINATION TOP CAP PRIOR TO INSTALLATION

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

QP.16 (BP. ORANGE) VERTICAL TERMINATION BACKPLATE
The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

EASYTRIM REVEALS
QuickPanel System by EasyTrim Reveals

QuickPanel PROFILES:
- QP.0: WINDOW DRIP CAP FLASHING
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING
- QP.2: ARROW OUTSIDE CORNER ASSEMBLY
- QP.3: INSIDE CORNER ASSEMBLY
- QP.4: PERIMETER STARTER TRIM ASSEMBLY
- QP.5: VERTICAL MAINBODY ASSEMBLY
- QP.6: RAINSCREEN FURRING SPACERS
- QP.7: CONTINUOUS METAL FLASHING
- QP.8: HORIZONTAL MAINBODY ASSEMBLY
- QP.9: SOFFIT TERMINATION ASSEMBLY
- QP.10: HORIZONTAL WINDOW SILL ASSEMBLY
- QP.11: VERTICAL WINDOW SIDES ASSEMBLY
- QP.12: WALL PENETRATION ASSEMBLY
- QP.13: MULTI-ANGLE INSIDE CORNER ASSEMBLY
- QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
- QP.15: CONTINUOUS COMPRESSION METAL FLASHING
- QP.16: HORIZONTAL TERMINATION ASSEMBLY
- QP.17: CORNER TERMINATION ASSEMBLY
- QP.18: CONTINUOUS COMPRESSION ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS
- QP.19: HORIZONTAL COMPRESSION ASSEMBLY

ALTERNATE EXTERIOR FINISH MATERIAL

4mm ACM PANEL
BUILDING PAPER
EXTERIOR SHEATHING
EXTERIOR WALL ASSEMBLY AS PER BUILDERS SPECIFICATIONS

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE
(REF.WT: BP - BACKPLATE)

QuickPanel Details
The contractor / builder must verify all dimensions on the job before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

4mm ACM Panel
QuickPanel System by EasyTrim Reveals
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**QuickPanel System by EasyTrim Reveals**

**Details**

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**PROFILES**

- **QP.0**: WINDOW DRIP CAP FLASHING
- **QP.1**: CONTINUOUS PERFORATED VENTED FLASHING
- **QP.2**: WINDOW OUTSIDE CORNER ASSEMBLY
- **QP.3**: INSIDE CORNER ASSEMBLY
- **QP.4**: PERIMETER STARTER TRIM ASSEMBLY
- **QP.5**: VERTICAL MAINBODY ASSEMBLY
- **QP.6**: RAINSCREEN FURRING SPACERS
- **QP.7**: CONTINUOUS METAL FLASHING
- **QP.8**: HORIZONTAL MAINBODY ASSEMBLY
- **QP.9**: SOFFIT TERMINATION ASSEMBLY
- **QP.10**: HORIZONTAL WINDOW SILL ASSEMBLY
- **QP.11**: VERTICAL WINDOW SIDES ASSEMBLY
- **QP.12**: WALL PENETRATION ASSEMBLY
- **QP.13**: MULTI-ANGLE INSIDE CORNER ASSEMBLY
- **QP.14**: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
- **QP.15**: PERFORATED VENTED SOFFIT PLATE
- **QP.16**: VERTICAL TERMINATION ASSEMBLY
- **QP.17**: CORNER TERMINATION ASSEMBLY
- **QP.18**: CONTINUOUS COMPRESSION METAL FLASHING
- **QP.19**: HORIZONTAL COMPRESSION ASSEMBLY

**4mm ACM PANEL**

QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.17 CORNER TERMINATION TOP CAP PRIOR TO INSTALLATION

BUILDING PAPER

EXTERIOR SHEATHING

EXTERIOR WALL ASSEMBLY AS PER BUILDERS SPECIFICATIONS

ALTERNATE EXTERIOR FINISH MATERIAL

PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS

4mm ACM PANEL

**QuickPanel WEATHER SEALED SCREWS**

**QuickPanel WEATHER TAPE**

TREMCO SPECTRUM 1 SILICONE ADHESIVE

**NOTE**: BP = BACKPLATE

**QP.17 (BP. COLOR MATCH) CORNER TERMINATION TOP CAP**

**QP.17 (BP. COLOR MATCH) CORNER TERMINATION BACKPLATE TO BE INSTALLED ON OUTSIDE CORNER**

**EXTERIOR WALL ASSEMBLY AS PER BUILDERS SPECIFICATIONS**

**ALTERNATE EXTERIOR FINISH MATERIAL**

**4mm ACM PANEL**

QuickPanel System by EasyTrim Reveals

QuickPanel System

Details

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**DRAWN/REVISIONED**

**DATE ISSUED**: 10/17/2022

**DRAWING NUMBER**: QP.17

**PRODUCT NUMBER**
QuickPanel System
Details

The contractor / builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Changes are NOT to be accepted. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

QuickPanel System by EasyTrim Reveals

QuickPanel System PROFILES:
- QP.0: WINDOW DRIP CAP FLASHING
- QP.1: CONTINUOUS PERFORATED VENTED FLASHING
- QP.2: CORNER Outside CORNER ASSEMBLY
- QP.3: VERTICAL MAINBODY ASSEMBLY
- QP.4: TRANSVERSE FURRING SPACERS CORRUGATED
- QP.5: CONTINUOUS METAL FLASHING (BROWN)
- QP.6: HORIZONTAL MAINBODY ASSEMBLY
- QP.7: HORIZONTAL TERMINATION ASSEMBLY
- QP.8: HORIZONTAL WINDOW SILL ASSEMBLY
- QP.9: VERTICAL SILL ASSEMBLY
- QP.10: WINDOW SILL ASSEMBLY
- QP.11: VERTICAL WINDOW SIDES ASSEMBLY
- QP.12: WALL PENETRATION ASSEMBLY
- QP.13: MULTI-ANGLE INSIDE CORNER ASSEMBLY
- QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY
- QP.15: PERFORATED VENTED SOFFIT PLATE
- QP.16: VERTICAL TERMINATION ASSEMBLY
- QP.17: CORNER TERMINATION ASSEMBLY
- QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)
- QP.19: HORIZONTAL COMPRESSION ASSEMBLY
- QP.20: HORIZONTAL COMPRESSION ASSEMBLY

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE

BP. COLOR MATCH
BP. BACKPLATE

4mm ACM PANEL
SHINGLE LAPPED TAPE OVER FLASHING

Extendor SHEATHING
4mm ACM PANEL

QuickPanel WEATHER SEALING SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE

NOTE: BP = BACKPLATE

DRAWING NUMBER: DATE ISSUED: PROJECT NUMBER:

QuickPanel WEATHER SEALED SCREWS
QuickPanel WEATHER TAPE
TREMCO SPECTRUM 1 SILICONE ADHESIVE

[NOTE: BP = BACKPLATE]
The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work.

**Drawings are NOT to be scaled.** All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

---

**QuickPanel System by EasyTrim Reveals**

**QuickPanel System Details**

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**4mm ACM Panel**

QuickPanel System by EasyTrim Reveals

**QuickPanel System Details**

The contractor/builder must verify all dimensions on the job and report any discrepancy to the designer before proceeding with the work. Drawings are NOT to be scaled. All drawings and specifications are instruments of service and the copyright property of the designer and must be returned upon request.

**PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.19 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION**

**PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.2 (BP. WHITE) ARROW OUTSIDE CORNER TOP CAP PRIOR TO INSTALLATION**

**PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE SEALANT END DAM**

**PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE ALONG PANEL PLATFORM CHANNELS TO SECURE PANELS**

**QP.19 (BP. WHITE) HORIZONTAL COMPRESSION ASSEMBLY TOP CAP PRIOR TO INSTALLATION**

**QP.18 (BROWN) CONTINUOUS COMPRESSION METAL FLASHING AT ALL LOCATIONS**

**QP.19 (BP. WHITE) HORIZONTAL COMPRESSION BACKPLATE TO BE INSTALLED LEVEL ON QP.18 (BROWN) CONTINUOUS COMPRESSION METAL FLASHING AT ALL LOCATIONS**

**QuickPanel WEATHER SEALED SCREWS TO BE INSTALLED ALONG SCREW SET LINE**

**SHINGLE LAPPED TAPE OVER FLASHING**

**PROVIDE TREMCO SPECTRUM 1 SILICONE ADHESIVE BEHIND QP.19 (BP. WHITE) HORIZONTAL COMPRESSION ASSEMBLY TOP CAP PRIOR TO INSTALLATION**

**QP.2 (BP. GRAY) ARROW OUTSIDE CORNER TOP CAP**

**QuickPanel WEATHER SEALED SCREWS**

**QuickPanel WEATHER TAPE**

**TREMCO SPECTRUM 1 SILICONE ADHESIVE (NOTE: BP = BACKPLATE)**

---

**QuickPanel PROFILES:**

QP.0: WINDOW DRIP CAP FLASHING

QP.1: CONTINUOUS PERFORATED VENTED FLASHING (BLACK)

QP.2: ARROW OUTSIDE CORNER ASSEMBLY (BP. GRAY)

QP.3: SIDE CORNER (BP. GRAY)

QP.4: PERIMETER STARTER TRIM ASSEMBLY (BP. COMMERCIAL BROWN)

QP.5: VERTICAL MAINBODY ASSEMBLY (BP. GRAY)

QP.6: TRANSVERSE FURRING SPACERS (BP. COMMERCIAL GRAY)

QP.7: CONTINUOUS METAL FLASHING (BROWN)

QP.8: HORIZONTAL MAINBODY ASSEMBLY (BP. WHITE)

QP.9: DRYFIT TERMINATION ASSEMBLY (BP. BLUE)

QP.10: HORIZONTAL WINDOW SILL ASSEMBLY (BP. GRAY)

QP.11: VERTICAL WINDOW SILL ASSEMBLY (BP. GRAY)

QP.12: HORIZONTAL FLYING BAND ASSEMBLY (BP. GRAY)

QP.13: MULTI-ANGLE INSIDE CORNER ASSEMBLY (BP. COLOR MATCH)

QP.14: MULTI-ANGLE OUTSIDE CORNER ASSEMBLY (BP. COLOR MATCH)

QP.15: PERFORATED VENTED SOFFIT PLATE (BP. COLOR MATCH)

QP.16: VERTICAL TERMINATION ASSEMBLY (BP. GRAY)

QP.17: CORNER TERMINATION ASSEMBLY (BP. COLOR MATCH)

QP.18: CONTINUOUS COMPRESSION METAL FLASHING (BROWN)

QP.19: HORIZONTAL COMPRESSION ASSEMBLY (BP. WHITE)

---

**4mm ACM PANEL**

**QuickPanel WEATHER SEALED SCREWS**

**QuickPanel WEATHER TAPE**

**TREMCO SPECTRUM 1 SILICONE ADHESIVE (NOTE: BP = BACKPLATE)**